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1
SYSTEM AND METHOD FOR
COMPENSATING GASEOUS FUEL
INJECTION

FIELD

The present description relates to a method and system for
operating an engine with a gaseous fuel. The system and
method may be particularly useful for engines where gas-
eous fuel is injected into cylinder intake ports.

BACKGROUND AND SUMMARY

Vehicle engines may be operated with gaseous fuels as an
alternative to liquid fuel. Alternatively, vehicle engines may
be operated with a combination of liquid and/or gaseous
fuels. Operating an engine with a gaseous fuel may provide
owner/operator benefits in the form of lower operating costs
and vehicle emissions. For example, starting an engine via
combusting a gaseous fuel may reduce engine starting
emissions. Further, gaseous fuels such as methane may have
cost advantages over liquid fuels such as gasoline.

On the other hand, operating an engine using a gaseous
fuel injector may degrade engine air-fuel control during
some conditions. For example, when methane is injected
into an engine intake manifold or cylinder intake port while
air is being drawn into the intake manifold, gaseous fuel can
cause air to be displaced from the intake manifold. If the
individual amounts of air and gaseous fuel cannot be estab-
lished, the engine may operate leaner or richer than is
desired. Therefore, for the benefits of gaseous fuels to be
fully utilized, it may be desirable to accurately determine the
amounts of air and gaseous fuel entering engine cylinders.

The inventor herein has recognized the above-mentioned
disadvantages and has developed a method for operating an
engine, comprising: adjusting an amount of air inducted into
an engine in response to output of a temperature sensor in an
engine air intake; and adjusting the amount of air inducted
into the engine in response to a temperature of a gaseous fuel
after expansion of the gaseous fuel, the temperature of the
gaseous fuel not based on the temperature sensor.

By adjusting an amount of air inducted into a cylinder
responsive to a temperature sensor and a temperature of a
gaseous fuel after expansion that is not based on the air
temperature sensor, it may be possible to improve engine
air-fuel control when an engine air amount is adjusted based
on a single temperature sensor. For example, in many
gaseous fuel applications, intake manifold temperature is
measured at a collector area to provide an average intake
manifold temperature. However, gaseous fuel is commonly
injected at individual cylinder intake ports to improve tran-
sient air-fuel control. As a result, the temperature sensor
located at the collector area may not provide an accurate
temperature of the air-fuel mixture at the entrance to the
cylinder (e.g., the cylinder inlet port). A more accurate
air-fuel mixture temperature estimate may be provided by
combining knowledge of the air temperature from the
upstream air temperature sensor with an estimate of gaseous
fuel temperature after the gaseous fuel expands in the air
intake. An air-fuel mixture temperature may be determined
from the individual streams of gaseous matter: air and
gaseous fuel temperatures. In this way, it may be possible to
provide a better estimated air-fuel mixture temperature so
that the amount of air entering a cylinder may be more
accurately determined.

The present description may provide several advantages.
In particular, the approach may improve engine air-fuel
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control. Further, the approach may provide improved air-
fuel control without adding system cost.

The above advantages and other advantages, and features
of the present description will be readily apparent from the
following Detailed Description when taken alone or in
connection with the accompanying drawings.

It should be understood that the summary above is pro-
vided to introduce in simplified form a selection of concepts
that are further described in the detailed description. It is not
meant to identify key or essential features of the claimed
subject matter, the scope of which is defined uniquely by the
claims that follow the detailed description. Furthermore, the
claimed subject matter is not limited to implementations that
solve any disadvantages noted above or in any part of this
disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

The advantages described herein will be more fully under-
stood by reading an example of an embodiment, referred to
herein as the Detailed Description, when taken alone or with
reference to the drawings, where:

FIG. 1 is a schematic diagram of an engine;

FIG. 2 is a flow chart of an example method for operating
a gaseous fueled engine.

DETAILED DESCRIPTION

The present description is related to operating an engine
with a gaseous fuel. In particular, the description provides a
way to improve engine air-fuel control by improving the
estimates of air and fuel entering an engine cylinder. In one
non-limiting example, the engine may be in a system as
shown in FIG. 1. FIG. 2 illustrates an example method for
determining and adjusting cylinder air charge, spark timing,
and an amount of gaseous fuel injected to an engine. In one
example, a cylinder charge temperature is estimated in
response to the ratio of air and fuel supplied to the engine.

Referring to FIG. 1, internal combustion engine 10,
comprising a plurality of cylinders, one cylinder of which is
shown in FIG. 1, is controlled by electronic engine control-
ler 12. Engine 10 includes combustion chamber 30 and
cylinder walls 32 with piston 36 positioned therein and
connected to crankshaft 40. Combustion chamber 30 is
shown communicating with intake manifold 44 and exhaust
manifold 48 via respective intake valve 52 and exhaust valve
54. Each intake and exhaust valve may be operated by an
intake cam 51 and an exhaust cam 53. The position of intake
cam 51 may be determined by intake cam sensor 55. The
position of exhaust cam 53 may be determined by exhaust
cam sensor 57.

Direct liquid fuel injector 66 is shown positioned to inject
liquid fuel directly into cylinder 30, which is known to those
skilled in the art as direct injection. Alternatively, liquid fuel
may be injected to an intake port, which is known to those
skilled in the art as port injection. Direct liquid fuel injector
66 delivers liquid fuel in proportion to the pulse width
supplied from controller 12. Liquid fuel is delivered to direct
liquid fuel injector 66 by a fuel system (not shown) includ-
ing a fuel tank, fuel pump, and fuel rail (not shown).

Port gaseous fuel injector 81 is shown positioned to inject
gaseous fuel into cylinder intake port 35. In some examples,
port gaseous fuel injector 81 may be positioned in an intake
port of a cylinder head. In other examples, gaseous fuel
injector 81 may inject gaseous fuel into a central area of
intake manifold 44. Port gaseous fuel injector 81 may
provide gaseous fuel to engine 10 simultaneously with liquid
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fuel injector 66 supplying liquid fuel. However, gaseous fuel
may be supplied solely via port gaseous fuel injector 81 in
other examples.

Port gaseous fuel injector 81 receives gaseous fuel via
fuel rail 90 and storage tank 91. Pressure regulator 86
controls pressure that is delivered to fuel rail 90 by storage
tank 91. Temperature of gas in fuel rail 90 is sensed via
temperature sensor 60. Pressure of gas in fuel rail 90 is
sensed via pressure sensor 61. Opening and closing of port
gaseous fuel injector 81 is controlled by controller 12 so that
each delivers different gaseous fuel amounts may be deliv-
ered to combustion chamber 30.

Intake manifold 44 is shown communicating with
optional electronic throttle 62 that adjusts a position of
throttle plate 64 to control air flow from air intake 42 to
intake manifold 44. Electronic throttle 62 is shown posi-
tioned in between intake manifold 44 and air intake 42. In
some examples, intake manifold 44 and cylinder intake port
35 may be part of an air intake system.

Distributorless ignition system 88 provides an ignition
spark to combustion chamber 30 via spark plug 92 in
response to controller 12. Universal Exhaust Gas Oxygen
(UEGO) sensor 126 is shown coupled to exhaust manifold
48 upstream of catalytic converter 70. Alternatively, a two-
state exhaust gas oxygen sensor may be substituted for
UEGO sensor 126.

Converter 70 can include multiple catalyst bricks, in one
example. In another example, multiple emission control
devices, each with multiple bricks, can be used. Converter
70 can be a three-way type catalyst in one example.

Controller 12 is shown in FIG. 1 as a conventional
microcomputer including: microprocessor unit 102, input/
output ports 104, read-only memory 106, random access
memory 108, keep alive memory 110, and a conventional
data bus. Controller 12 is shown receiving various signals
from sensors coupled to engine 10, in addition to those
signals previously discussed, including: engine coolant tem-
perature (ECT) from temperature sensor 112 coupled to
cooling sleeve 114; a position sensor 134 coupled to an
accelerator pedal 130 for sensing force applied by foot 132;
a measurement of engine manifold pressure (MAP) from
pressure sensor 122 coupled to intake manifold 44; an
engine position sensor from a Hall effect sensor 118 sensing
crankshaft 40 position; a measurement intake pressure from
sensor 120; and a measurement of throttle position from
sensor 58. Barometric pressure may also be sensed (sensor
not shown) for processing by controller 12. In a preferred
aspect of the present description, engine position sensor 118
produces a predetermined number of equally spaced pulses
every revolution of the crankshaft from which engine speed
(RPM) can be determined.

In some examples, the engine may be coupled to an
electric motor/battery system in a hybrid vehicle. The hybrid
vehicle may have a parallel configuration, series configura-
tion, or variation or combinations thereof. Further, in some
embodiments, other engine configurations may be
employed, for example a diesel engine.

During operation, each cylinder within engine 10 typi-
cally undergoes a four stroke cycle: the cycle includes the
intake stroke, compression stroke, expansion stroke, and
exhaust stroke. During the intake stroke, generally, the
exhaust valve 54 closes and intake valve 52 opens. Air is
introduced into combustion chamber 30 via intake manifold
44, and piston 36 moves to the bottom of the cylinder so as
to increase the volume within combustion chamber 30. The
position at which piston 36 is near the bottom of the cylinder
and at the end of its stroke (e.g. when combustion chamber
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30 is at its largest volume) is typically referred to by those
of skill in the art as bottom dead center (BDC). During the
compression stroke, intake valve 52 and exhaust valve 54
are closed. Piston 36 moves toward the cylinder head so as
to compress the air within combustion chamber 30. The
point at which piston 36 is at the end of its stroke and closest
to the cylinder head (e.g. when combustion chamber 30 is at
its smallest volume) is typically referred to by those of skill
in the art as top dead center (TDC). In a process hereinafter
referred to as injection, fuel is introduced into the combus-
tion chamber and/or the engine air intake including in some
examples cylinder ports. In a process hereinafter referred to
as ignition, the injected fuel is ignited by known ignition
means such as spark plug 92, resulting in combustion.
During the expansion stroke, the expanding gases push
piston 36 back to BDC. Crankshaft 40 converts piston
movement into a rotational torque of the rotary shaft.
Finally, during the exhaust stroke, the exhaust valve 54
opens to release the combusted air-fuel mixture to exhaust
manifold 48 and the piston returns to TDC. Note that the
above is shown merely as an example, and that intake and
exhaust valve opening and/or closing timings may vary, such
as to provide positive or negative valve overlap, late intake
valve closing, or various other examples.

Referring now to FIG. 2, a flowchart of a method for
operating an engine is shown. The method of FIG. 2 may be
executed via instructions stored in non-transitory memory of
controller 12 provided by the system of FIG. 1.

At 202, method 200 determines gaseous fuel temperature
in a fuel rail holding a gaseous fuel. In one example, the
temperature of a gaseous fuel is measured via a temperature
sensor such as temperature sensor 61 shown in FIG. 1. The
temperature sensor may output a voltage, current, or pulse
width. Method 200 proceeds to 204 after the gaseous fuel
temperature is determined.

At 204, method 200 determines gaseous fuel pressure in
the fuel rail holding the gaseous fuel. In one example, the
pressure of the gaseous fuel is measured via a pressure
sensor such as pressure sensor 60 shown in FIG. 1. The
pressure sensor may output a voltage, current, or pulse
width. Method 200 proceeds to 206 after the gaseous fuel
pressure is determined.

At 206, method 200 determines pressure in the air intake
system. In one example, the pressure of the air intake system
is measured via a pressure sensor such as pressure sensor
122 shown in FIG. 1. The pressure sensor may output a
voltage, current, or pulse width. The air intake pressure may
be air pressure or pressure from a combination of air and
exhaust gas. The pressure in the air intake system may also
include pressure from exhaust gas recirculation (EGR) in the
air intake. Method 200 proceeds to 208 after the air intake
pressure is determined.

At 208, method 200 determines injected gaseous fuel
temperature after expansion. In one example, injected fuel
temperature is determined according to the following equa-
tion:

G-1)
k

MAP
IFT = FRT-(—)
FRP

Where IFT is injected fuel temperature, FRT is the tempera-
ture of gaseous fuel in the fuel rail, MAP is intake manifold
pressure, and k is a constant with a value of 1.299. The
injected fuel temperature is the temperature of the gaseous
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fuel after expansion in the engine air intake. Method 200
proceeds to 210 after temperature of the injected gaseous
fuel is determined.

At 210, method 200 determines intake temperature. In one
example, the intake temperature is determined via a tem-
perature sensor in an intake manifold downstream of a
throttle and upstream of cylinder intake ports. The tempera-
ture sensor outputs a signal indicative of intake temperature
to controller 12 shown in FIG. 1. Method 200 proceeds to
212 after intake temperature is determined.

At 212, method 200 determines a ratio of gaseous fuel to
air in the engine intake. In one example, the ratio of gaseous
fuel to air is adjusted to provide a stoichiometric mixture for
combustion at a value of 17.2:1. A richer or leaner ratio may
be provided by adding or subtracting fuel to the engine. The
fuel amount may be adjusted by reducing or increasing a fuel
pulse width of a gaseous fuel injector. Method 200 proceeds
to 214 after the ratio of gaseous fuel to air is determined.

At 214, method 200 determines a specific heat of the
combined air and gaseous fuel mixture. In one example, the
specific heat of the combined mixture at a constant volume
is determined via the equation:

17.2
Eff Cvo= ( ) -Cvo_methane+ (

I+ 17.2)'CV°*alr

1
1+172

Where Eff Cvo is the initial effective Cvo for the mixture of
air and fuel, 17.2 is the ratio of gaseous fuel to air,
Cvo_methane is the specific heat at constant volume of
methane (e.g. 1.7354 kJ/kgK), and Cvo_air is the specific
heat at constant volume of air (e.g. 0.165 kl/kgK). Method
200 proceeds to 215 after the specific heat of the gaseous
fuel and air mixture is determined.

At 216, the temperature of the combined gaseous fuel and
air mixture is determined. The combined temperature
reflects how injecting the gaseous fuel cools the temperature
of air inducted to the engine. In one example, method 200
determines the combined gaseous fuel and air mixture
temperature according to the following equation:

Eff mct-Eff Cvo=1/1+17.2-IFT-Cvo_methane+1/1+
17.2-MCT-Cvo_air

Where Eff__ mct is the effective manifold charge temperature,
IFT is the injected fuel temperature, MCT is the manifold
charge temperature, and the remaining variables are as
previously described. Method 200 proceeds to 218 after the
effective manifold charge temperature is determined.

At 218, method 200 determines cylinder air charge via the
combined fuel-air mixture temperature or the effective mani-
fold charge temperature from 216. In one example, the
cylinder air charge is determined from the ideal gas law
PV=nRT where T is the effective manifold charge tempera-
ture in degrees K, P is pressure in the intake manifold as
determined at 206, V is cylinder volume, n is a number of
moles of air, and R is a gas constant. Alternatively, cylinder
air charge may be determined via a mass air sensor and
adjusted for the air charge temperature as is described in
U.S. Pat. No. 5,331,936 which is hereby fully incorporated
by reference for all intents and purposes. Method 200
proceeds to 220 after the cylinder air charge is adjusted.

At 220, method 200 adjusts a throttle position to adjust the
estimated cylinder air charge from 218 to a desired cylinder
air charge. The desired cylinder air charge may be empiri-
cally determined and stored in memory that is indexed via
engine speed and engine torque demand. If the estimated
cylinder air charge is less than the desired cylinder air
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charge, the throttle opening amount is increased. If the
estimated cylinder air charge is greater than the desired
cylinder air charge, the throttle opening amount is
decreased. The throttle position is adjusted so that cylinder
air charge is adjusted for a subsequent cylinder cycle.
Method 200 proceeds to 222 after the throttle is adjusted to
provide the desired cylinder air charge (e.g., the amount of
air in a cylinder that is combusted with the fuel during a
cylinder cycle).

At 222, method 200 adjusts cylinder spark timing. The
spark timing may be adjusted for the present cylinder cycle
so that the spark advance is proper given the cylinder air
charge as determined at 218 using the effective manifold
charge temperature. In one example, spark timing is empiri-
cally determined and stored in a table that is indexed via
engine speed and requested torque. Output from the table is
adjusted based on air intake temperature, and in particular,
effective manifold charge temperature. For example, if
effective manifold charge temperature is less than tempera-
ture measured in the intake manifold, spark may be
advanced. Method 200 proceeds to 224 after cylinder spark
timing is adjusted.

At 224, method 200 adjusts timing of the injected gaseous
fuel. The amount of injected gaseous fuel may be varied
about stoichiometric conditions for an air-methane mixture
(e.g., 17.2:1) to improve catalyst efficiency. However, if the
cylinder air charge is greater than desired because the
injected fuel amount cools the cylinder air charge, the
amount of fuel injected to the engine may be reduced to
account for at least part of the difference in cylinder air
charge. However, the throttle may be adjusted with greater
authority so that the desired air-fuel ratio may be main-
tained. Method 200 proceeds to 226 for systems that include
injection of gaseous fuels and liquid fuels. Otherwise,
method 200 proceeds to exit when liquid fuel is not injected
to the engine.

At 226, method 200 adjusts the amount of liquid fuel
injected to the engine. If the cylinder air charge based on the
effective manifold temperature is greater than expected, the
amount of liquid fuel injected to the engine may be increased
to provide a stoichiometric air-fuel mixture to the engine
cylinders. If the cylinder air charge based on the effective
manifold temperature is less than expected, the amount of
liquid fuel injected to the engine may be decreased to
provide a stoichiometric air-fuel mixture to engine cylin-
ders. In one example, the amount of liquid fuel injected to
engine cylinders is adjusted proportionately to the difference
between the desired cylinder charge and the cylinder charge
estimated via the effective manifold temperature. Method
200 proceeds to exit after the timing of liquid fuel injection
is adjusted.

Thus, the method of FIG. 2 provides for a method for
operating an engine, comprising: adjusting an amount of air
inducted into an engine in response to output of a tempera-
ture sensor in an engine air intake; and adjusting the amount
of air inducted into the engine in response to a temperature
of a gaseous fuel after expansion of the gaseous fuel, the
temperature of the gaseous fuel not responsive to the tem-
perature sensor in the air stream. In other words, cylinder air
charge is adjusted to account for injection of gaseous fuel
without the compensation derived from injection of the
gaseous fuel being adjusted responsive to a temperature of
air, or of air and EGR.

In some examples, the method includes where the gaseous
fuel is methane, and where the air intake is a cylinder intake
port. The method also includes where the gaseous fuel is
methane, and where the air intake is an intake manifold
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located downstream of a throttle. The method includes
where accounting for gaseous fuel expansion includes
accounting for a cooling effect that increases a density of the
air inducted into the engine. The method includes where
accounting for the cooling effect includes determining fuel
temperature based on isentropic expansion. The method
further comprises injecting liquid fuel to an engine cylinder
during an engine cycle when the gaseous fuel is injected.
The method includes where the liquid fuel is gasoline and
where the amount of gasoline injected is adjusted in
response to the temperature of the gaseous fuel and air
mixture.

In another example, the method of FIG. 2 provides for
operating an engine, comprising: adjusting a cylinder air
charge in response to a temperature of air inducted to an
engine and a resultant temperature of a gaseous fuel injected
into an engine air intake, the resultant temperature being a
temperature not based on the temperature of air. The method
includes where the resultant temperature is a temperature
after the gaseous fuel expands in the engine air intake. The
method includes where the resultant temperature is based on
isentropic expansion of the gaseous fuel. The method
includes where the cylinder air charge is adjusted in
response to a resultant intake charge temperature that is
based on the temperature of air inducted to the engine and
the resultant temperature of the gaseous fuel.

In some examples, the method further comprises adjust-
ing spark timing in response to the resultant intake charge
temperature. The method further comprises adjusting an
amount of the gaseous fuel injected to the engine in response
to the cylinder air charge. The method also includes where
the cylinder air charge is adjusted via a throttle.

In yet another example, the method of FIG. 2 provides for
operating an engine, comprising: supplying a first ratio of a
gaseous fuel and air to a cylinder during a first condition;
supplying a second ratio of the gaseous fuel and air to the
cylinder during a second condition; adjusting a cylinder air
charge during the first condition responsive to the first ratio;
and adjusting the cylinder air charge during the second
condition responsive to the second ratio. In other words,
since the cooling effect of injecting gaseous fuel to the
engine is directly based on the amount of gaseous fuel
injected, the cylinder air charge is adjusted responsive to the
amount of gaseous fuel injected and the amount of cooling
it provides to the fuel and air mixture.

The method includes where during the first condition the
first ratio of gaseous fuel to air is greater than the ratio of
gaseous fuel to air in during the second condition, and where
the cylinder air charge during the first condition is adjusted
by a larger percentage than the cylinder air charge during the
second condition. The method also includes where the
cylinder air charge during the first condition is adjusted
responsive to a resultant gaseous fuel temperature that is not
based on air temperature. The method includes where the
cylinder air charge is also adjusted during the first condition
responsive to a resultant temperature of an amount of
gaseous fuel injected and a temperature of air entering the
engine during the first condition. The method also includes
where during the first condition, an estimated temperature of
a mixture of the gaseous fuel and air is based on the first
ratio. The method also includes where during the first
condition, the cylinder air charge is adjusted via a throttle.

As will be appreciated by one of ordinary skill in the art,
the method described in FIG. 2 may represent one or more
of any number of processing strategies such as event-driven,
interrupt-driven, multi-tasking, and the like. As such, vari-
ous steps or functions illustrated may be performed in the
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sequence illustrated, in parallel, or in some cases omitted.
Likewise, the order of processing is not necessarily required
to achieve the objects, features, and advantages described
herein, but is provided for ease of illustration and descrip-
tion. Although not explicitly illustrated, one of ordinary skill
in the art will recognize that one or more of the illustrated
steps or functions may be repeatedly performed depending
on the particular strategy being used.

This concludes the description. The reading of it by those
skilled in the art would bring to mind many alterations and
modifications without departing from the spirit and the
scope of the description. For example, 13, 14, IS5, V6, V8,
V10, and V12 engines operating in natural gas, gasoline,
diesel, or alternative fuel configurations could use the pres-
ent description to advantage.

The invention claimed is:

1. A method for operating an engine, comprising:

determining a temperature of air entering the engine;

determining a temperature of a gaseous fuel injected to
the engine, the temperature of the gaseous fuel based on
engine intake manifold pressure, on a calculation that
does not include air temperature, and being a tempera-
ture of the gaseous fuel after it has expanded in an
engine air intake; and

adjusting a cylinder air charge via an electronic controller

in response to the temperature of air entering the engine
and the temperature of the gaseous fuel injected into the
engine.

2. The method of claim 1, where the cylinder air charge
is adjusted in response to an air-fuel mixture temperature
that is based on the temperature of air entering the engine
and the temperature of the gaseous fuel.

3. The method of claim 2, further comprising adjusting
spark timing in response to the air-fuel mixture temperature.

4. The method of claim 1, further comprising adjusting an
amount of the gaseous fuel injected to the engine air intake
in response to the cylinder air charge, and further comprising
determining a temperature of a mixture of the air entering
the engine and gaseous fuel based on a specific heat of the
mixture.

5. The method of claim 1, where the cylinder air charge
is adjusted via a throttle, and further comprising determining
a specific heat of an air-fuel mixture based on a ratio of fuel
to air in the engine air intake, and determining a temperature
of the air-fuel mixture from the specific heat of the air-fuel
mixture.

6. The method of claim 1, where the gaseous fuel is
methane, and where the engine air intake is an intake
manifold located downstream of a throttle.

7. The method of claim 1, further comprising injecting a
liquid fuel to an engine cylinder during an engine cycle
when the gaseous fuel is injected.

8. The method of claim 7, where the liquid fuel is gasoline
and where an amount of gasoline injected to the engine is
adjusted in response to the temperature of the gaseous fuel
and a temperature of an air mixture.

9. The method of claim 1, further comprising injecting
liquid fuel to the engine, an amount of liquid fuel injected to
the engine proportionate to a difference between a desired
cylinder charge and a cylinder charge estimated from the
temperature of the gaseous fuel.

10. The method of claim 1, where the gaseous fuel is
methane, and where the engine air intake includes a cylinder
intake port.
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11. A method for operating an engine, comprising:

determining a temperature of air entering the engine;

determining a temperature of a gaseous fuel injected to
the engine, the temperature of the gaseous fuel based on
a ratio of engine intake manifold pressure to fuel rail
pressure and being a temperature of the gaseous fuel
after it has expanded in an engine air intake and based
on a calculation that does not include air temperature;
and

adjusting a cylinder air charge via an electronic controller
in response to the temperature of air entering the engine
and the temperature of the gaseous fuel injected into the
engine.
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